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90 days of the end of the model year in- 
use testing of a given model year’s en-
gine families, or at the same time as 
the final certification AB&T report (re-
quired under § 91.210), whichever is 
later. The end of the model year in-use 
testing report must contain the re-
quired information and show the cal-
culated credits from all the in-use test-
ing conducted by the manufacturer for 
a given model year. 

(b) Reports shall be submitted to: 
Manager, Engine Compliance Programs 
Group 6403–J, U.S. Environmental Pro-
tection Agency, 1200 Pennsylvania 
Ave., NW., Washington, DC 20460. 

(c) A manufacturer that fails to sub-
mit a timely report as required in para-
graph (a) of this section will be consid-
ered to not have participated in the in- 
use credit program. 

(d) If EPA or the manufacturer deter-
mines that a reporting error occurred 
on an end of model year report pre-
viously submitted to EPA under this 
subpart, or an engine family in-use 
testing report submitted to EPA under 
subpart I, the manufacturer’s credits 
and credit calculations will be recal-
culated. Erroneous positive credits will 
be void. Erroneous negative credits 
may be adjusted by EPA. An update of 
previously submitted ‘‘point of first re-
tail sale’’ information is not considered 
an error and no increase in the number 
of credits will be allowed unless an ac-
tual error occurred in the calculation 
of credits due to an error in the ‘‘point 
of first retail sale’’ information from 
the time of the original end of model 
year report. 

§ 91.1310 Notice of opportunity for 
hearing. 

Any voiding of an engine family’s 
certificate of conformity under 
§ 91.1308(b) of this subpart will occur 
only after the manufacturer concerned 
has been offered an opportunity for a 
hearing conducted in accordance with 
§ § 91.512, 91.513, 91.514 and 91.515. 

PART 92—CONTROL OF AIR POLLU-
TION FROM LOCOMOTIVES AND 
LOCOMOTIVE ENGINES 

Subpart A—General Provisions for Emission 
Regulations for Locomotives and Loco-
motive Engines 

Sec. 
92.1 Applicability. 
92.2 Definitions. 
92.3 Abbreviations. 
92.4 Treatment of confidential information. 
92.5 Reference materials. 
92.6 Regulatory structure. 
92.7 General standards. 
92.8 Emission standards. 
92.9 Compliance with emission standards. 
92.10 Warranty period. 
92.11 Compliance with emission standards 

in extraordinary circumstances. 
92.12 Interim provisions. 

Subpart B—Test Procedures 

92.101 Applicability. 
92.102 Definitions and abbreviations. 
92.103 Test procedures; overview. 
92.104 Locomotive and engine testing; over-

view. 
92.105 General equipment specifications. 
92.106 Equipment for loading the engine. 
92.107 Fuel flow measurement. 
92.108 Intake and cooling air measurements. 
92.109 Analyzer specifications. 
92.110 Weighing chamber and micro-bal-

ance. 
92.111 Smoke measurement system. 
92.112 Analytical gases. 
92.113 Fuel specifications. 
92.114 Exhaust gas and particulate sampling 

and analytical system. 
92.115 Calibrations; frequency and overview. 
92.116 Engine output measurement system 

calibrations. 
92.117 Gas meter or flow instrumentation 

calibration, particulate measurement. 
92.118 Analyzer checks and calibrations. 
92.119 Hydrocarbon analyzer calibration. 
92.120 NDIR analyzer calibration and 

checks. 
92.121 Oxides of nitrogen analyzer calibra-

tion and check. 
92.122 Smoke meter calibration. 
92.123 Test procedure; general requirements. 
92.124 Test sequence; general requirements. 
92.125 Pre-test procedures and precondi-

tioning. 
92.126 Test run. 
92.127 Emission measurement accuracy. 
92.128 Particulate handling and weighing. 
92.129 Exhaust sample analysis. 
92.130 Determination of steady-state con-

centrations. 
92.131 Smoke, data analysis. 
92.132 Calculations. 

VerDate May<21>2004 11:32 Jul 22, 2004 Jkt 203158 PO 00000 Frm 00400 Fmt 8010 Sfmt 8010 Y:\SGML\203158T.XXX 203158T


